
All Pinballs are different! Read carefully 

Pinball cabinets are made from wood, and these have varying tolerances. Because of tolerances between 
playfields and cabinets, the clearances between the playfield and cabinet sides will vary.  

If your playfield always rubs both sides of the cabinet when elevated, then your pinball is probably 
unsuitable for fitting Mirror blades. (Unless you repair your cabinet) 

Beware of twisted cabinets (out of square) twisted cabinets are caused by poor levelling over time.  
Twisted cabinets will rub the front on one side and the rear on the other side of a playfield this is unusual, 
but also means that your pinball is unsuitable for fitting Mirror blades. ( Again – repair your cabinet )  

Always check/ inspect the fit of the playfield to the cabinet sides first to determine if you have adequate 
space to add your Mirror Blades.  

Tape or Screws – this has been a furious debate amongst collectors for years. Both methods have pros 
and cons – we don’t care what you do, and we will not tell you what to do – your choice! 

We recommend checking the internet for detailed fitting instructions if you are unsure of what you are 
doing, or engaging a local technician for assistance. 

There is wealth of information on the web, forums, Facebook groups, and Youtube showing Mirror blade 
installations,  

Check them all out, and pick a method that you prefer.  

Using double-sided tape:   

No matter how thin the tape, you will lose clearance, as you are adding this between the blade and the 
wood. So please ensure you have sufficient clearance, or you will scratch the blades, or catch the edge of 
the blades, and dent them. Also, removal may result in damage to the mirrors, and to your cabinet ( tape 
can be really strong ) 

Remove the glass, and lift up the playfield ( remove balls so they don’t drop into cabinet )  
On a Bally /WMS you will need to remove the hinge bolt on the side you are fitting the blade too.  
If you are taping, decide how much you want to use, then prefit the tape, leaving the backing on. 
Does a test alignment, if all is good, remove the tapes backing, and firmly press the blade into place. 
Refit the hinge bolt if required, and do the opposite side. Then check that the playfield clears the mirrors. 
 
Using Screws:  
If you are using screws, we recommend holding the blades in place with some rubber tipped clamps, - 
again, align blades, and using small tapered wood screws, ( shorter than the width of the cabinets wood ) 
affix the blades. Fit the opposite side, and check that the playfield clears the mirrors, and screw heads. 

 

 


